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determined as the proportion of the
year the batch product-process that is
subject to the provisions of this sub-
part is operating.

(iv) The monitoring frequencies spec-
ified in paragraph (c)(3)(iii) of this sec-
tion are not requirements for moni-
toring at specific intervals and can be
adjusted to accommodate process oper-
ations. An owner or operator may mon-
itor anytime during the specified moni-
toring period (e.g., month, quarter,
year), provided the monitoring is con-
ducted at a reasonable interval after
completion of the last monitoring cam-
paign. For example, if the equipment is
not operating during the scheduled
monitoring period, the monitoring can
be done during the next period when
the process is operating.

(4) If a leak is detected, it shall be re-
paired as soon as practical but not
later than 15 calendar days after it is
detected, except as provided in para-
graph (e) of this section.

(d) Added equipment recordkeeping. (1)
For batch product-process units or af-
fected facilities that the owner or oper-
ator elects to monitor as provided
under paragraph (c) of this section, the
owner or operator shall prepare a list
of equipment added to batch product
process units or affected facilities since
the last monitoring period required in
paragraphs (c)(3)(ii) and (c)(3)(iii) of
this section.

(2) Maintain records demonstrating
the proportion of the time during the
calendar year the equipment is in use
in a batch process that is subject to the
provisions of this subpart. Examples of
suitable documentation are records of
time in use for individual pieces of
equipment or average time in use for
the process unit or affected facility.
These records are not required if the
owner or operator does not adjust mon-
itoring frequency by the time in use, as
provided in paragraph (c)(3)(iii) of this
section.

(3) Record and keep pursuant to the
referencing subpart and this subpart,
the date and results of the monitoring
required in paragraph (c)(3)(i) of this
section for equipment added to a batch
product-process unit or affected facil-
ity since the last monitoring period re-
quired in paragraphs (c)(3)(ii) and
(c)(3)(iii) of this section. If no leaking

equipment is found during this moni-
toring, the owner or operator shall
record that the inspection was per-
formed. Records of the actual moni-
toring results are not required.

(e) Delay of repair. Delay of repair of
equipment for which leaks have been
detected is allowed if the replacement
equipment is not available providing
the conditions specified in paragraphs
(e)(1) and (e)(2) of this section are met.

(1) Equipment supplies have been de-
pleted and supplies had been suffi-
ciently stocked before the supplies
were depleted.

(2) The repair is made no later than
10 calendar days after delivery of the
replacement equipment.

(f) Periodic report contents. For owners
or operators electing to meet the re-
quirements of paragraph (b) of this sec-
tion, the Periodic Report to be filed
pursuant to § 63.1039(b) shall include
the information listed in paragraphs
(f)(1) through (f)(4) of this section for
each process unit.

(1) Batch product process equipment
train identification;

(2) The number of pressure tests con-
ducted;

(3) The number of pressure tests
where the equipment train failed the
pressure test; and (4) The facts that ex-
plain any delay of repairs.

§ 63.1037 Alternative means of emis-
sion limitation: Enclosed-vented
process units or affected facilities.

(a) Use of closed vent system and con-
trol device. Process units or affected fa-
cilities or portions of process units at
affected facilities enclosed in such a
manner that all emissions from equip-
ment leaks are vented through a closed
vent system to a control device or
routed to a fuel gas system or process
meeting the requirements of § 63.1034
are exempt from the requirements of
§§ 63.1025 through 63.1033 and 63.1035.
The enclosure shall be maintained
under a negative pressure at all times
while the process unit or affected facil-
ity is in operation to ensure that all
emissions are routed to a control de-
vice.
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(b) Recordkeeping. Owners and opera-
tors choosing to comply with the re-
quirements of this section shall main-
tain the records specified in paragraphs
(b)(1) through (b)(3) of this section.

(1) Identification of the process
unit(s) or affected facilities and the
regulated materials they handle.

(2) A schematic of the process unit or
affected facility, enclosure, and closed
vent system.

(3) A description of the system used
to create a negative pressure in the en-
closure to ensure that all emissions are
routed to the control device.

§ 63.1038 Recordkeeping requirements.
(a) Recordkeeping system. An owner or

operator of more than one regulated
source subject to the provisions of this
subpart may comply with the record-
keeping requirements for these regu-
lated sources in one recordkeeping sys-
tem. The recordkeeping system shall
identify each record by regulated
source and the type of program being
implemented (e.g., quarterly moni-
toring, quality improvement) for each
type of equipment. The records re-
quired by this subpart are summarized
in paragraphs (b) and (c) of this sec-
tion.

(b) General equipment leak records. (1)
As specified in § 63.1022(a) and (b), the
owner or operator shall keep general
and specific equipment identification if
the equipment is not physically tagged
and the owner or operator is electing
to identify the equipment subject to
this subpart through written docu-
mentation such as a log or other des-
ignation.

(2) The owner or operator shall keep
a written plan as specified in
§ 63.1022(c)(4) for any equipment that is
designated as unsafe- or difficult-to-
monitor.

(3) The owner or operator shall main-
tain a record of the identity and an ex-
planation as specified in § 63.1022(d)(2)
for any equipment that is designated as
unsafe-to-repair.

(4) As specified in § 63.1022(e), the
owner or operator shall maintain the
identity of compressors operating with
an instrument reading of less than 500
parts per million.

(5) The owner or operator shall keep
records associated with the determina-

tion that equipment is in heavy liquid
service as specified in § 63.1022(f).

(6) The owner or operator shall keep
records for leaking equipment as speci-
fied in § 63.1023(e)(2).

(7) The owner or operator shall keep
records for leak repair as specified in
§ 63.1024(f) and records for delay of re-
pair as specified in § 63.1024(d).

(c) Specific equipment leak records. (1)
For valves, the owner or operator shall
maintain the records specified in para-
graphs (c)(1)(i) and (c)(1)(ii) of this sec-
tion.

(i) The monitoring schedule for each
process unit as specified in
§ 63.1025(b)(3)(vi).

(ii) The valve subgrouping records
specified in § 63.1025(b)(4)(iv), if applica-
ble.

(2) For pumps, the owner or operator
shall maintain the records specified in
paragraphs (c)(2)(i) through (c)(2)(iii) of
this section.

(i) Documentation of pump visual in-
spections as specified in § 63.1026(b)(4).

(ii) Documentation of dual mechan-
ical seal pump visual inspections as
specified in § 63.1026(e)(1)(v).

(iii) For the criteria as to the pres-
ence and frequency of drips for dual
mechanical seal pumps, records of the
design criteria and explanations and
any changes and the reason for the
changes, as specified in § 63.1026(e)(1)(i).

(3) For connectors, the owner or oper-
ator shall maintain the monitoring
schedule for each process unit as speci-
fied in § 63.1027(b)(3)(v).

(4) For agitators, the owner or oper-
ator shall maintain the following
records:

(i) Documentation of agitator seal
visual inspections as specified in
§ 63.1028; and

(ii) For the criteria as to the pres-
ence and frequency of drips for agi-
tators, the owner or operator shall
keep records of the design criteria and
explanations and any changes and the
reason for the changes, as specified in
§ 63.1028(e)(1)(vi).

(5) For pressure relief devices in gas
and vapor or light liquid service, the
owner or operator shall keep records of
the dates and results of monitoring fol-
lowing a pressure release, as specified
in § 63.1030(c)(3).
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